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SPECIFICATION OF THERMOELECTRIC MODULE TB-35-1.4-1.5

Thermoelectric unit | value . Standard Perfomance Graph Net: Q¢ =1 ()
mmé 5
= __ gl Imax A 6.1 “
e | THPR RS Umax \Y 4.4 N
/ _— ATmax > K 70 -
/ Qmax > w 16.4 5.
Rac (at 295 K) Ohm 0.58
Tolerance Ry % +10 :
All parameters except R, are given at Th=300 K !
//| 003 4 ?
(old side 7 002 Assembly parameters Unit | Value "o 0 n ) 50 = =
- . . ! B Wires HB-O.35 4 600 = 28% Imax = 50% Imar +75% Imax = 100% Imax
EjEiNjuinyEingEANpED ‘_ — - = p Cross section mm2 | 0.35 . standard Perfomance Graph e U -1 (1)

Hof side/ a 0 —~ Metallization - "

7002 Sealing -
oo Internal solder °c | 139 *
ed wire + 20
= ' ) Operational parameters | Unit | Value 5
¥ Working temperature oc |50 480 .
- ] N range y
‘ 1] 1 2 3 4 g B

4+ 005

B

z _ _ Max. processing R
0% ‘ \Black wire temperature c 130 0s

oo

ROHS compliance Yes

|, Amp
= 25% dTmax +00% dTmax +70% dTmax +100% dTmax

Ecogen Customer


mailto:info@ecogentech.ru
http://www.ecogenthermoelectric.com/

